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Dimensions

L

Effective length
mark 

 Leeway 2Leeway 2

Effective length mark 

Detailed view of part A

2-M6 

8.5 sinkhole depth 5

(Mounting screw M4 x 20 or M6) (bottom surface also) 

Air purge hole

(M5: Both ends)

Air purge hole

(M5: Both ends)

11 sinkhole depth 8.5

(Mounting screw M6 x 35) 

n- 7 hole 
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391

54.5

100

133
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151

0.5

(32.5)

15 18

L1 = L + 140

L2 = (100 )× (n-1) (39)

(4.5)

1

(83.5)

R50 (with repeated bending)

R25 (without repeated bending: with conduit)

R20 (without repeated bending: without conduit)
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440
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840

940

1,040

1,140

1,240

1,340

1,440

280

380

480

580

680

780

880

980

1,080

1,180

1,280

1,380

1,480

1,580

Total length

L1

Effective length

L

200

300

400

500

600

700

800

900

1,000

1,100

1,200

1,300

1,400

1,500

Mounting pitch

L2
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Number of intermediate foot plates

n

1,540
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1,840
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Total length

L1

Effective length

L

1,600

1,700

1,800

1,900

2,100

2,300

2,500

2,700

2,900

3,100

3,300

3,500

3,700

Mounting pitch

L2
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Number of intermediate foot plates

n

MG: Machine guide
Unit: mm

  

○□
○□

ｍ

（ ）

ｍ
ＣＨ

ｍ ｍ
ＣＨ

ｍ

○□ ♯

ｍ

○

○□△♯

ｍ

○□△♯

○□△♯

➡
＋Direction

Notes • The surface indicated by the ▲ marks is the installation surface.

• Screws indicated in the diagram are supplied as standard accessories.

• Movement outside the effective length (L) will damage the scale head. It is recommended that the mechanical movable length (stroke) be set to 10 mm or more to the 

  inside of both ends of the effective length (L).
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